change: RUZYNE TWR FREQ

AIP LKPR AD 2-19-1
CZECH REPUBLIC 8 NOV 18
50° 06°03'N RUZYNE TWR 134,560 RUZYNE GROUND 121,910 AD ELEV 1234 ft / 376 -
, E m -
ARP  014°1536"E 121,500 RUZYNE DELIVERY 120,060 AERODROME CHART -ICAO PRAHA/Ruzyné
Le®
ILSLOC .c | t
PH 111,150 <SSt o\ Ceilometer
BEARING WL
RWY | DIRECTION THR GV
STRENGTH THR ELEV 1158/ 353,0 * K3
50°06'06,61"N ©
° ' s ILS
06 061 014°13'34,68"E PCN ,75/F,UBIW/T S GP/DME 331,400
— - exceeding is allowed ¢
24 241° 50°06'57,42"N by airport operator [
014°16'24,12"E N
12 123° 50°06°28,84°N PCN 62/R/B/XIT OF CHANGE =&
014°14'43,32"E ding is allowed Y
excee ] . /
o5 " 4 GUND (Geoid Undulation) IN ft / m /
30 303° 50°0525,68°N by airport operator ELEVATIONS IN ft /m /
014°16'54,02"E DIMENSIONS IN m
BEARINGS ARE MAGNETIC
50°05'15,77"N
04 033°
014716100,06"E PCN 45/F/B/XIT
50°06'10,50"N
22 213° o )
014°17'04,00"E LS LOC
TWY L, M PCN 50/F/DIXIT PG 109,500
TAXIWAYS TWY P PCN 40/F/DIX/T VDF —~_
other TWYS PCN 60/R/B/X/T %/ N\

ILSLOC
PR 109,100

THR ELEV 1202/ 366,5
HIGHEST TDZ ELEV 1202 / 366,5

ILS
GP/DME 331,550

PAPI 3°

MEHT 65,62 ft / 20,0

=
Anemometer,

o

MEHT 65,62 ft / 2050 m

o

HIGHEST TDZ ELEV 1181/ 360,0

/
/

/

)
Aeronautical \

Niteorological station)

N\

1000

LEGEND LIGHTING
N -
RWY [ THR LIH green with LIH WBARS, LIH bi-directional colour coded CL,
(area of ATC responsibility) o .
RWY 24 TDZ 900 m, LIH bi-directional white edge last 600 m yellow,
TWY
(area of ATC responsibility) End lights red, RETILs for TWY D yellow
STAND THR LIH green, LIH bi-directional colour coded CL,
RWY 06 LIH bi-directional white edge last 600 m yellow,
TAXIING NOT ALLOWED [ ] End lights red, RETILs for TWY L yellow
THR LIH green with LIH WBARSs,
RUNWAY HOLDING POINT CAT II/lll T - . .
RWY 30 LIH bi-directional white edge last 600 m yellow,
RUNWAY HOLDING POINT m=s End lights red
THR LIH green, LIH bi-directional white edge last 600 m yellow,
RWY 12
STOP BAR BI-DIRECTIONAL $3X End lights red
TWY i
STOP BAR UNIDIRECTIONAL ar Green CL, blue edge lights and red stop bars
INTERMEDIATE HOLDING POSITION 000
LIGHTED
Meters
FATO (H) 0 200 400 600 800
0 500 1000 1500 2000 2500 3000
HSl, HSZ, HS3, HS4, HS5, HS6 - see backside of this page Feet

RVR
MID
AN

@\

VOR/DME
OKL 112,600
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.

Anememeter

) °
Ceilometer

FATO 2 (centre)

Elev 1188 /362

SAFETY AREA
50 0558.19 N 014 16 57.78 E | Circle - Diameter 50 m
Asphalt/ Grass

(GUND 151/ 46)
Circle - Diameter 38 m \
Asphalt / Grass \
Slope 1,4 % \

APRON BELL
\HELIQQPTER

\
\

500533.26 N 01417 01.53E

FATO 1 (centre)

Elev 1217 /371
(GUND 151/ 46)
Circle - Diameter 29 m
Asphalt / Grass
Slope 1,5 %

SAFETY AREA
Circle - Diameter 38 m
Asphalt / Grass

Note: Only for the Police
of the CR and HEMS

HIGHEST TDZ ELEV 1232/ 375,5

P 105060] ¥4
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